
Vertus III: User Interface
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Test in progress: multi-step (Vertus III+)

Main run test screen: single step - ready 
to test (Vertus III+)

Setting a parameter

Selecting a method
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User log-in screen

6

Main run test screen: multi-step -  
ready to test (Vertus III+)



Technical Specifications: 
Vertus III & Vertus III+

Shaking parameter control includes:

Shake starting angle                    ✓ Shake speed                        ✓                   

Shake angle                                    ✓ Shake duration                  ✓

Firing parameter control includes:

Fire force                                        ✓ Force release time            ✓

Fire rise time                                 ✓ Firing angle                          ✓

Air flow parameter control includes:

Air flow rate                                  ✓ Air flow measurement    ✓

Device compatibility

MDIs:                                               ✓ Nasal aerosols:                  ✓

Nasal sprays:                                ✓

Shot weight measurement (Vertus III+ only)

Weight range: 0.01 mg to 200 g

 Resolution: 0.01 mg

User interface:

10.1” colour touchscreen

Dimensions (w x d x h): 

1020 x 510 x 920 mm

Connectivity:

• Ethernet x 4 
• USB x 3 
• Run Out digital output 
• Run In digital input 
• RS-232 
• Balance for shot weight collection 
• Temperature & Relative Humidity probe 
• Label Printer

Extensive data output options are available 
as standard:

• Run report • Audit report • Method report 

•	 Comprehensive IQ/OQ documentation 

•	 Qualification kit available

•	 Extended warranty available

•	 Remote support and field servicing available

USB A ETHERNET

Vertus II & Vertus Plus: Reporting

Reports:

Qualification & Maintenance

PRINTER

Vertus III & Vertus III+

Cat. No.	    Description
9770	 Vertus III Shake and Fire System

9790	 Vertus III + Shake and Fire System

9765	 Label printer

For a full list of catalogue numbers and 
pricing information, please contact 
sales@copleyscientific.co.uk 
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DecaVertus® III

As DecaVertus III is fully compatible with the Vertus® III range, methods can be easily 
transferred between systems, enabling the same parameters to be used for dose 
collection on Vertus III and through life firing-to-waste on DecaVertus.  
See page 2 for more information.

Automating firing-to-waste for through life testing of up to ten MDIs per test run, the 
DecaVertus is a high-throughput system for reproducible, controlled testing.

Highly advantageous from the perspective of enhancing test repeatability, conserving 
analyst time and eliminating the risk of repetitive strain injury (RSI), the DecaVertus 
ensures firing-to-waste occurs under closely controlled conditions, eliminating potential 
sources of variability from testing.

Ph. Eur., EMA, USP, FDA, ChP and 
NMPA compliant

21 CFR Part 11 compliant

Precise control over all test parameters Suitable for a wide range of MDI devices

Improves reproducibility and frees up 
analyst time

Independent air flow control per channel

Extensive reporting optionsStores and recalls methods

Broad shake and fire parameters 
accommodate a wide scope of methods

DecaVertus III offers complete control over all test parameters, including:

Shaking profile Time between shake 
and fire

Firing profile Air flow through 
the system•	 Speed

•	 Angle
•	 Duration

•	 Force
•	 Rise time
•	 Hold time
•	 Release time

Key Benefits
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Capacity for up to 10 
inhalers at a time

Suitable for device and 
can-only testing

Large, modern, and intuitive 
touchscreen for ease of use

Optional: External label printer

Key Features

The exhaust port supports the efficient extraction 
of flammable propellants and/or high potency drugs 
where additional safety measures are required.

Exhaust Port

Independent air flow control for each channel: 
each inhaler has its own dedicated air flow channel 
to minimise clogging and enable high-volume 
products to be tested in a single run, reducing the 
need to stop and clean the filters.
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DecaVertus III: User Interface
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C
D

E

F
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Setting a parameter

Main run test screen (ready to test)

Selecting a method

Main run test screen (test in progress)

Settings menu
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User log-in screen



Technical Specifications: 
DecaVertus III

Shaking parameter control includes:

Shake starting angle                    ✓ Shake speed                        ✓                   

Shake angle                                    ✓ Shake duration                  ✓

Firing parameter control includes:

Fire force                                        ✓ Force release time            ✓

Fire rise time                                 ✓ Firing angle                          ✓

Air flow parameter control includes:

Air flow before firing                 ✓ Air flow after firing           ✓ Extensive data output options are available 
as standard:

• Run report • Audit report • Method report 

USB A ETHERNET

DecaVertus III: Reporting

Reports:

•	 Comprehensive IQ/OQ documentation 

•	 Qualification kit available

•	 Extended warranty available

•	 Remote support and field servicing available

Qualification & Maintenance

PRINTER

DecaVertus III

Cat. No.	    Description
9870	 DecaVertus III Shake and Fire to Waste System

9765	 Label printer

For a full list of catalogue numbers and 
pricing information, please contact 
sales@copleyscientific.co.uk 

Device compatibility

MDIs:                                              ✓ Can-only:                             ✓

User interface:

10.1” colour touchscreen

Dimensions (w x d x h): 

1130 x 630 x 370 mm

Connectivity:

• Ethernet x 2 
• USB x 3 
• Run Out digital output 
• Run In digital input 
• RS-232 
• Label Printer
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